Table 2. U.S. Inputs and Production by PAD District
(Thousand Barrels per Day, Except Where Noted)

Current Week Last Week Year Ago 2 Years Ago Four-Week Averages
Product/ Region ) Percent Percent Percent
1/22/21 1/15/21 | Difference | 1/24/20 Change 1/25/19 Change 1/22/21 1/24/20 Change
Refiner Inputs and Utilization
Crude Oil Inputs 14,721 14,760 -39 15,924 -7.6 16,463 -10.6 14,627 16,663 -12.2
East Coast (PADD 1) 596 604 -8 747 -20.2 880 -32.2 596 786 -24.1
Midwest (PADD 2) ... 3,612 3,666 -54 3,599 0.4 3,867 -6.6 3,635 3,810 -4.6
Gulf Coast (PADD 3) ... 8,108 7,999 109 8,725 =71 8,677 -6.6 7,970 9,103 -12.4
Rocky Mountain (PADD 4) . 565 556 10 586 -3.5 635 -10.9 558 610 -8.5
West Coast (PADD 5) . 1,840 1,935 -96 2,268 -18.9 2,405 -23.5 1,868 2,355 -20.7
Gross Inputs ............... 15,024 15,174 -150 16,409 -8.4 16,759 -10.4 15,026 17,062 -11.9
East Coast (PADD 1) 612 641 -29 752 -18.6 886 -30.9 611 801 -23.7
Midwest (PADD 2) ... 3,621 3,671 -50 3,621 0.0 3,876 -6.6 3,639 3,831 -5.0
Gulf Coast (PADD 3) ... 8,260 8,244 16 9,079 -9.0 8,829 -6.4 8,222 9,399 -12.5
Rocky Mountain (PADD 4) . 567 556 11 587 -3.4 633 -10.4 558 611 -8.7
West Coast (PADD 5) . 1,964 2,061 -98 2,370 -17.2 2,536 -22.6 1,995 2,421 -17.6
Operable Capacity 18,386 18,386 0 18,808 -2.2 18,604 -1.2 18,386 18,808 -2.2
East Coast (PADD 1) .. 889 889 0 1,224 -27.4 1,224 -27.4 889 1,224 -27.4
Midwest (PADD 2) ... 4,177 4,177 0 4,147 0.7 4,094 2.0 4,177 4,147 0.7
Gulf Coast (PADD 3) ... 9,956 9,956 0 9,876 0.8 9,765 2.0 9,956 9,876 0.8
Rocky Mountain (PADD 4) .... 650 650 0 687 -5.3 683 -4.8 650 687 -5.3
West Coast (PADD 5) . 2,714 2,714 0 2,875 -5.6 2,838 -4.4 2,714 2,875 -5.6
Percent Utilization? .... 81.7 82.5 -0.8 87.2 -— 90.1 - 81.7 90.7 -—
East Coast (PADD 1) 68.9 721 -3.2 61.5 —-= 724 - 68.8 65.4 —-=
Midwest (PADD 2) 86.7 87.9 -1.2 87.3 -— 94.7 -— 87.1 92.4 -—
Gulf Coast (PADD 3) 83.0 82.8 0.2 91.9 -= 90.4 -— 82.6 95.2 -=
Rocky Mountain (PADD 4) . 87.2 85.5 1.7 85.4 —-— 92.6 - 85.8 89.0 -—
West Coast (PADD 5) 724 76.0 -3.6 82.4 —— 89.4 —— 73.5 84.2 ——
Refiner and Blender Net Production
Finished Motor Gasoline3 ....................cccoo........ 8,673 8,885 -212 9,158 -5.3 9,904 -12.4 8,270 9,215 -10.3
Finished Motor Gasoline (excl. Adiustment)4 8,811 8,632 179 9,558 -7.8 9,626 -8.5 8,311 9,431 -11.9
East Coast (PADD 1) . 2,762 2,748 13 3,072 -10.1 3,094 -10.7 2,658 2,994 -11.2
Midwest (PADD 2) ..... 2,243 2,238 4 2,420 -7.3 2,405 -6.7 2,114 2,355 -10.2
Gulf Coast (PADD 3) .. 2,250 2,120 130 2,306 2.4 2,316 -2.9 2,044 2,318 -11.8
Rocky Mountain (PADD 4) ... 292 296 -3 295 -0.8 312 -6.4 279 297 -6.1
West Coast (PADD 5) ... 1,265 1,230 35 1,465 -13.7 1,499 -15.6 1,216 1,468 -17.2
Reformulated? ... 2,613 2,594 19 3,109 -15.9 3,067 -14.8 2,516 2,983 -15.6
Conventional* . 6,198 6,038 160 6,449 -3.9 6,559 -5.5 5,794 6,449 -10.1
Adjustment® -138 253 -391 -400 -— 278 -— -41 -216 —-—
Kerosene-Type Jet Fuel 1,231 1,260 -29 1,844 -33.2 1,752 -29.7 1,219 1,882 -35.2
East Coast (PADD 1) .. 47 43 4 92 -48.6 84 -44.0 44 100 -55.9
Midwest (PADD 2) .. 214 208 5 275 -22.2 257 -16.8 203 272 -25.2
Gulf Coast (PADD 3) ... 663 684 -21 961 -31.0 942 -29.6 656 1,004 -34.6
Rocky Mountain (PADD 4) .... 33 30 3 39 -16.3 31 5.0 31 37 -15.4
West Coast (PADD 5) .... 275 295 -20 477 -42.4 438 -37.3 284 469 -39.4
Distillate Fuel Oil ........... 4,518 4,529 -1 4,979 -9.3 5,019 -10.0 4,623 5,112 -9.6
East Coast (PADD 1) .. 194 194 1 247 -21.2 312 -37.7 198 253 -21.9
Midwest (PADD 2) 1,114 1,153 -39 1,050 6.1 1,162 -4.1 1,138 1,119 1.7
Gulf Coast (PADD 3) ... 2,555 2,520 35 2,976 -14.1 2,724 -6.2 2,593 3,006 -13.7
Rocky Mountain (PADD 4) 195 199 -5 194 0.4 212 -8.2 193 204 -5.6
West Coast (PADD 5) 460 462 -2 512 -10.3 609 -24.5 501 530 -5.4
15 ppm sulfur and Under 4,296 4,342 -46 4,682 -8.2 4,673 -8.1 4,427 4,820 -8.2
> 15 ppm to 500 ppm sulfur 140 97 43 125 12.0 130 7.6 83 116 -28.3
> 500 ppm sulfur .... 82 90 -8 172 -52.2 216 -61.9 112 176 -36.0
Residual Fuel Oil 174 176 -3 233 -25.7 355 -51.1 168 246 -31.7
East Coast (PADD 1) .. 34 27 6 29 18.1 35 4.4 31 21 46.3
Midwest (PADD 2) .. 25 26 -1 34 -26.9 52 -52.4 27 42 -35.4
Gulf Coast (PADD 3) ... 57 44 12 112 -49.5 146 -61.2 48 118 -59.0
Rocky Mountain (PADD 4) ... 10 11 -1 12 -11.8 12 -11.2 11 12 -5.9
West Coast (PADD 5) .... 48 67 -19 47 2.0 110 -56.5 51 54 -5.8
Propane/Propylene® ..... 2,389 2,295 95 2,289 4.4 2,000 19.5 2,321 2,386 -2.8
East Coast (PADD 1) .. 319 292 26 211 50.8 188 69.7 279 248 12.5
Midwest (PADD 2) 531 504 28 492 7.9 495 74 489 527 -7.3
Gulf Coast (PADD 3) ... 1,321 1,305 16 1,356 -25 1,108 19.2 1,358 1,390 -2.3
PADDs 4 and 5 218 194 24 230 -5.0 209 4.4 195 221 -11.8
Ethanol Plant Production

Fuel Ethanol 933 945 -12 1,029 -9.3 1,012 -7.8 938 1,059 -11.4
East Coast (PADD 1) .. 11 12 0 26 -56.1 25 -55.6 12 26 -55.2
Midwest (PADD 2) 889 902 -13 955 -6.9 942 -5.7 894 981 -8.9
Gulf Coast (PADD 3) 15 12 3 18 -16.1 12 28.4 14 21 -32.4
Rocky Mountain (PADD 4) 9 9 0 14 -34.0 13 -29.2 9 14 -34.6
West Coast (PADD 5) 9 9 -1 16 -45.9 20 -55.7 9 16 -41.8

= Not Applicable.
~ = Data Not Available.

Based on the latest reported monthly operable capacity.

Vy = Data Withheld.
2

Calculated as gross inputs divided by the latest reported monthly operable capacity. See Glossary. Percentages are calculated using unrounded numbers.
Finished motor gasoline production and product supplied include a weekly adjustment applied only to the U.S. total to correct for the imbalance created by blending of fuel ethanol

3

and motor gasoline blending components. From 1993 to June 4, 2010, this adjustment was estimated from the latest monthly data and allocated to formulation and PAD District

production data.

4 Excludes adjustments for fuel ethanol and motor gasoline blending components. Historical data prior to June 4, 2010 includes the adjustment allocated by PAD District and

formulation.

5 Adjustment to correct for the imbalance created by the blending of fuel ethanol and motor gasoline blending components. For details see Appendix B.
6 Includes propane/propylene production from natural gas plants.
Notes: Data may not add to total due to independent rounding. Differences and percent changes are calculated using unrounded numbers.

Source: See page 29.
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